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TO ASSEMBLE: 

1. Clean and degrease the bore and taper surfaces

of the bush and the tapered bore of the pulley. 

Insert the bush into the pulley hub and line up

the holes (half threaded holes must line up with

the half unloading holes). 

2. Lightly oil the grub screws (bush size 1008-3030)

or the cap screws (bush size 3535-5050) and

screw them in. DO NOT TIGHTEN YET. 

3. Clean and degrease the shaft. Fit pulley with

taper bush on shaft and place in desired
position. 

4. When using a key, it should first be fitted in the

shaft keyway. There should be a top clearance

between the key and the keyway in the bore. 

5. With a hexagon socket wrench (DIN911),

gradually tighten the grub screws according to

the torques listed in the table. 

6. When the drive has been operating under-load 

for a short period of time (roughly half an hour),

check and ensure that the screws remained and

the appropriate tightening torque. 

7. In order to eliminate the ingress of dirt, fill all

empty holes with V

aseline. 

TO DISASSEMBLE: 

1. Loosen and remove all the screws and place

them in the holes of the bushing. 

2. Tighten the screws alternatively till the hub’s 

grip on the bushing is lessened .The inner bore

of the bushing can now be slid off the shaft. 

3. Remove the bushing from the shaft. 
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Special Notice: 

Dynamic balancing should be done to the

GL-couplings according to degree Q6.3 when

rotational speed reaches half of its limit. 

Materials: 

GG25.After the surface is machines and

coated with phosphate,they become durable

and precise. 
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Directions for Installation: 

When installing couplings,the shaft face should be

parallel to the gear face.There should be a slot

between the two gears or enough external length

for installation and also radial eccentricity.Angular

and axial deviation should be ensured within

allowed values. 
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In normal working temperatures for the 
elastic body is -40 degrees to 110 
degrees.Allowable instant temperature 
should not exceed 120 degrees.They 
are resistant to wear,oil and age.Their 
excellent internal buffer capacity can 
protect transmitting processes against 
dynamic overload.Yellow club shape 
elastic body applies to general 
mechanical transmissions and the 
transmission of hydraulic pressures.  

Their dynamic characteristics are 
distinctive .Red club shape elastic body 
applies to heavy load transmission which 
are resistant to vibration,absorption and 
amortization.During an axial insert type 
installation,dimension E must be 
guaranteed.Installation errors should be 
kept to a minimum to help increase the 
life of the elastic body. 
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Note: Classifications of Working Machines 
I. Torque is changing slightly. For example, motor generator, small type of

ventilators, and small types of centrifugals. 
II. Torque changing slightly. For example, turbo compressors, wood lathe and 

conveyors. 
III. Torque change normal. For example, mixer, boast pump, flywheel, and 

reciprocation compressor. 
IV. Normal torque change and normal impact load. For example: weaving

machines and cement mixers. 
V. Large torque change and heavy impact load. For example, printing machines, 

crane, and stone crushers. 
VI. Torque change largely with serious impact loads. For example, rolling mills, 

and heavy types of cogging mills. 

HANGZHOU OCEAN INDUSTRY CO., LTD.

Tel: 0086-571-88842852 Fax: 0086-571-88844378  E-mail:oceanindustry@vip.163.com


	chssb.pdf
	chssb.pdf
	Main Catalog                   P.1
	Easy on sprockets          P.2-12
	General introduction      P.2-3
	06B                             P.4
	08B                             P.5
	10B                             P.6
	12B                             P.7
	16B                             P.8
	20B                             P.9
	24B                             P.10--11
	Installation diagram for combinatory sprockets  P.12

	Hubs                               P.13-29
	Weld-on buhs             P.13-14
	Easy install hubs         P.15-29
	Introduction               P.15-17
	SM-SW                      P.18-19
	SM                            P.20
	SW                            P.21
	Finished bore hubs      P.22
	Taper bore buhs         P.23
	CMD  SMD                  P.24-27
	CMDS                        P.28-29


	BTL Taper Bushing          P.30-42
	Introductin                         P.30-34
	Installation instructions       P.35-36
	Keyway  (A   B)                  P.37-38
	Taper bushing dimensions  P.39 
	W/WH weld-on hubs          P.40
	Taper bore adapters          P.41
	Bolt-on hubs                      P.42

	QTL Taper Bushing          P.43-47
	Introduction                   P.43-46
	Bolt-on hubs                  P.47

	Sprockets                       P.48-159
	Introduction               P.48-49
	Stock Sprockets         P.50-78
	03-1                         P.50
	03                            P.51
	04                            P.52-53
	05B                          P.54-55
	06B                          P.56-57
	081                          P.58-59
	083/084                   P.60-61
	08B                          P.62-63
	10B                          P.64-65
	12B                          P.66-67
	16B                          P.68-69
	20B                          P.70-71
	24B                          P.72-73
	28B                          P.74-75
	32B                          P.76-77
	Hubs                        P.78

	Finished bore Sprockets      P.79-85
	Introduction                   P.79
	06B                               P.80
	08B                               P.81
	10B                               P.82
	12B                               P.83
	16B                               P.84
	20B                               P.85

	Taper bore Stock sprockets P.86-91
	06B                                   P.86
	08B                                   P.87
	10B                                   P.88
	12B                                   P.89
	16B                                   P.90
	20B                                   P.91

	Cast iron sprockets             P.92-94
	Sprockets-Chian DIN8187-ISO606 P.95-110           
	introduction        P.95-98
	Short pitch precision roller chains         P.99-101
	Roller chains with straigh side plates     P.102
	Short pitch conveyor chain attachments P.103-107
	Stainless steel chains    P.108
	Nickel-plated chains      P.109
	Zinc-plated chains         P.110

	Gears &Racks                   P.111-121
	Worm gear &worm           P.122-126
	Steel stock sprockets       P.127
	Tensional sprockets          P.128-129
	Wheels for hinge               P.130
	Double simplex sprockets       P.131
	Sprockets   ISO1275-1984      P.132-134
	Sprockets-chain  ISO1275-1995   P.135-142
	Plate Wheels                            P.143-145
	Hollow pin chain                       P.146
	Sprockets-chain ISO1997/I-1976  P.147-156
	Sprockets-chain ISO1977/II-2000 P.157-159

	Timing Pulleys                 P.160-245
	Inroduction                            P160-161
	Timing pulley ISO5294-1989   P162-179
	Standard toothed bars            P180
	HTP timing pulley                   P181-201
	HTP standard toothed bars      P202
	T/AT timing pulley                  P203-222
	Clamping plates for belts imperial pitch P223
	BTL Taper bore timing pulley                P224-236
	BTL taper bore HTP timing pulley          P237-245

	CAPT pulleys                   P.246-328
	General introduction  P.246-248
	Taper bore V-Pulley   P.249-279
	Introduction              P.249-252
	SPZ                         P.253-259
	SPA                         P.260-265
	SPB                         P.266-273
	SPC                         P.274-279

	Standard bore V-pulley P.280-301
	Introduction                  P.280-281
	SPZ                             P.282-284
	SPA                             P.285-289
	SPB                             P.290-295
	SPC                             P.296-301

	Adjustable speed V-pulleys    P.302-306
	Multi Wedged pulleys              P.307-328
	Introduction                   P.307-309
	J                                   P.310-317
	L                                   P.318-324
	M                                  P.325-328


	CAPT-LOCKS                    P.329-394
	Introduction             P.329-333
	B                            P.334-339
	E                            P.340-347
	D                            P.348-355
	F                            P.356-371
	T                            P.372-375
	ML                          P.376-380
	HL                          P.381-386
	SD                          P.387-389
	SS                          P.390-391
	SK                          P.392-394

	CAPT Couplings               P.395-427
	Diagram                        P.395
	HRC flexible coupling      P.396-398
	KC                                P.399
	L                                  P.400
	FL                                P.401
	FLS                              P.402
	RM                               P.403
	EL                                P.404
	ELS                              P.405
	GL                                P.406
	GL    CAPT standard       P.407
	EP                                P.408
	EE                                P.409
	GF                                P.410-412
	GE                                P.413-416
	GEM                             P.417
	GEL                              P.418
	Direction for installing GE couplings P.419 
	HTKL                             P.420
	GRL                               P.412-423
	GSL                               P.424
	GWL                              P.425
	Suggestions for choosing coupling P426
	Table of working condition coefficient  P427

	Valve Actuator               P.428-469
	General Introduction  P.428-429
	CG series of worm operator    P.430
	CGA series of worm operator  P.431
	CG one-step valve actuator     P.432
	CGA one-step valve actuator   P.433
	CG multi-steps valve actuator  P.434
	CGA multi-steps valve actuator P.435
	CG two-ssteps valve actuator   P.436
	CGA two-steps valve worm gear operator P.437
	CLG series of worm operator    P.438
	CLGA series of worm operator  P.439
	CLG valve actuator                   P.440
	CLGA valve actuator                 P.441
	Worm gear operators    P.442-447
	CWG-metric                  P.442
	CWGA-inches                P.443
	CFP-metric                    P.444
	CFPA-inches                  P.445
	CDG-metric                   P.446
	CDGA-inches                 P.447

	BG series of bevel gear operators   P.448
	BGA series of bevel gear operators P.449
	BG one-step valve actuators           P.450
	BGA one-step valve actuators         P.451 
	BG multi-step valve actuators         P.452
	BGA multi-step valve actuators       P.453
	BGS valve actuators                      P.454
	BGSA valve actuators                    P.455
	CBG series of  bevel gear operators  P.456
	CBGA series of bevel gear operators P.457
	CB series of bevel operators             P.458
	CBA series of bevel operators           P.459
	CSR series of spur gear operators    P.460
	CSRA series of spur gear operators  P.461
	CAR series of rack operators            P.462
	CARA series of rack operators          P.463
	CPR series of pinion gear operators         P.464
	CPRA series of pinion gear operators       P.465
	HW-meric hand wheel                     P.466
	HWA-inches hand wheel                  P.467
	SH series of shield                          P.468
	SHA series of shield                        P.469




